SZUTEST

FABRIKA URETIM KONTROLU
UYGUNLUK BELGESI

2195-CPR-1407801

Avrupa Parlamentosu ve Avrupa Birligi Konseyinin 9@ Mart 2011 tarhli 305/2011/AB sayih YdénetmeliGe (Yapi
Malzemeleri Yonetmeligi - CPR) uygun olarak verilmistir, asagidaki yap! malzemelerine uygulanir

On yiiklemeli ve On yiiklemesiz, yiiksek mukavemetli yapisal
civatalama birlesimleri

(Griiniin test edilen temel 6zelikleri, belgenin ayrilmaz bir pargas! olan Ek 1’de tarif edilmektedir)

KALELiL‘ER BAGL_ANTI ELEMANLARI VE METAL KAPLAMA IMALAT
ITHALAT IHRACAT MAKINA SAN. VE TIC. LTD. STI.

Alinteri Bulvari No:26 Ostim Yenimahalle / Ankara - Turkiye

tarafindan

KALELILER BAGLANTI ELEMANLARI VE METAL KAPLAMA iMALAT
ITHALAT iHRACAT MAKINA SAN. VE TiC. LTD. $Ti.

Dagyaka Mahallesi 622. Sok. No:4 Saray, Kahramankazan / Ankara — Tirkiye

adresinde Uretilen

Bu sertifika, asadida verilen standardin Ek ZA’ sinda fanimlanan, performans degismezliginin degeriendiriimesi ve
dogrulanmasina yonelik tam gerekliliklerin,

EN 14399-1: 2015
EN 15048-1: 2007

sistem 2+ altinda bu sertifikanin ekinde verilen performans 6zelliklerinin uygulandiginin ve Fabrika Uretim Kontroliiniin,
bu performanslar igin belirlenmis olan tdm gerekliliklerinin uygun oldugunun kanitidir. Bu belge, ilk olarak 19.03.2014
tarihinde yayimlanmis ve 19.03.2020 tarihinde yenilenmis olup ilgili uyumiastiriimis teknik gereklilikler saglandigi,
performans degismezliginin degderlendiriimesi ve dogrulanmasi sistemlerinde, fabrika dretim kosullarinda veya fabrika
Uretim kontrolinde Gnemli bir degisikiik yaplimadigi muddetge ve onaylanmis fabrika dretim kontroli belgelendirme
kurulugu tarafindan aski veya iptal karari alinmadikga gegeriidir. Belgenin gegerliligi yilik gézetim denetimleri ile
saglanmakta ve her yil gbzetim denetimlerinden sonra yanjlenmektedir. Bu belgenin gecerliligi 19.03.2021 tarihine
kadardir.
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SZUTEST

FABRIKA URETIM KONTROLU
UYGUNLUK BELGESI

2195-CPR-1407801

Ek-1

Kullanim Amaclari;
Yapisal metalik isler.

Harmonize
Standart

Takim Tipi

EN 14399-1

Sistem HV
EN 14399-4

Sistem HR
EN 14399-3

Somun
M12 -8, 10 - HR
M14 -8, 10 - HR

Civata
M12 - 8.8, 10.9- HR
M14 -8.8, 10.9 - HR

Somun
M12 - 10 - HV

Civata
M12 -10.9 - HV

Civata ve
Somun

M16 - 10.9 - HV

M16 - 10 - HV

M16 - 8.8, 10.9 - HR

M16 - 8, 10 - HR

M18 - 8.8, 10.9 - HR

M18 -8, 10 - HR

M20 - 10.9 - HV

M20 - 10 - HV

M20 - 8.8, 10.9 - HR

M20 - 8, 10 - HR

M22 - 10.9 - HV

M22 - 10 - HV

M22 - 8.8, 10.9 - HR

M22 - 8, 10 - HR

M24 -10.9 - HV

M24 - 10 - HV

M24 - 8.8, 10.9 - HR

M24 - 8, 10 - HR

M27 - 10.9 - HV

M27 -10 - HV

M27 - 8.8, 10.9 - HR

M27 - 8, 10 - HR

M30 - 10.9 - HV

M30 - 10 - HV

M30 - 8.8,10.8 - HR

M30 -8, 10 - HR

M36 - 10.9 - HV

M36 - 10 - HV

M36 - 8.8, 10.9 - HR

M36 - 8, 10 - HR

EN 14399-6 EN 14399-5 ve EN 14399-6

@12 @12

- @14
216 @16

- 218
@20 @20
@22 @22
@24 @24
@27 @27
@30 @30
236 @36

300-370 HV

Rondela

Yap! Malzeghel epartman Yoéneticisi
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SZUTEST

FABRIKA URETIM KONTROLU
UYGUNLUK BELGESI

2195-CPR-1407801

Ek -2

Kontrol Edilen Performans Karakteristikleri

Rondela

Boyut, Form ve Pozisyon Toleranslari

+

Sertlik

+

Belirlenmis Yik Altindaki Gerilme

Minimum Cekme Dayanimi

%0.2 Orantisiz Uzama Atindaki Gerilme

Saplama Yiklemesi Altindaki Dayanim

Darbe Dayanimi

Harmonize Standart

EN 15048-1

Civata ve Somun

Civata

Somun

M12-8.8, 10.9

M12 -8, 10

M14 - 8.8, 10.9

M14 -8, 10

M16 - 8.8, 10.9

M16 - 8, 10

M18 - 8.8, 10.9

M18 - 8, 10

M20 - 8.8, 10.9

M20 - 8, 10

M22 - 8.8, 10.9

M22 - 8, 10

M24 - 8.8, 10.9

M24 - 8, 10

M27 - 8.8, 10.9

M27 - 8, 10

M30 - 8.8, 10.9

M30 - 8, 10

M33 - 8.8, 10.9

M33 -8, 10

M36 - 8.8, 10.9

M36 - 8, 10

Rondela Min. 100 HV veya 300-370 HV; @12, 14, 16, 18, 20, 22, 24, 27, 30, 33, 36

Yap! Malzemgleg@epartman Yoneticisi
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SZUTEST

Certificate of Conformity of the

Factory Production Control
2195-CPR-1407801

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 (the Construction
Products Regulation or CPRY), this certificate applies to the construction product

High-strength structural bolting assemblies for pre-loading
systems and Non-preloaded structural bolting assemblies

(tested for performance for the characteristics described in Annex 1 which is an inseparable part of this certificate)

produced by the manufacturer

KALELiL_ER BAGL_ANTI ELEMANLARI VE METAL KAPLAMA IMALAT
ITHALAT IHRACAT MAKINA SAN. VE TIC. LTD. STI.

Alinteri Bulvari No:26 Ostim Yenimahalle / Ankara — Turkey

and produced in the manufacturing plant

KALELILER BAGLANTI ELEMANLARI VE METAL KAPLAMA IMALAT
ITHALAT IHRACAT MAKINA SAN. VE TiC. LTD. $Ti.

Dagyaka Mahallesi 622. Sok. No:4 Saray, Kahramankazan / Ankara — Turkey

This certificate attests that all provisions concerning the assessment and verification of constancy of performance
described in Annex ZA of the standard(s)

EN 14399-1: 2015
EN 15048-1: 2007

under system 2+ are applied and that the factory production control is assessed to be in conformity with the applicable
requirements. This certificate was first issued on 19.03.2014, renewed on 19.03.2020 and will remain valid as long as neither
the harmonised standard, the construction product, the assessment and verification of constancy of performance methods
nor the manufacturing conditions in the plant are modified significantly, unless suspended or withdrawn by the notified factory
production control certification body. The certificate is supported through annual surveillance audit and is reissued after each
surveillance audit, this certificate should be reissued not later than 19.03.2021.

Products Department
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SZUTEST

Certificate of Conformity of the
Factory Production Control

Intended uses;

2195-CPR-1407801

Structural metallic works.

Annex —1

Harmonised
Standard

EN 14399-1

Assembly

System HV

System HR

Bolt and Nut

EN 14399-4

EN 14399-3

Bolt

Nut

Bolt

Nut

M12-10.9 - HV

M12 - 10 - HV

M12 - 8.8, 10.9 - HR

M12 -8, 10 - HR

M14 - 8.8, 10.9-HR

M14 -8, 10 - HR

M16 - 10.9 - HV

M16 - 10 - HV

M16 - 8.8, 10.9 - HR

M16 - 8, 10 - HR

M18 - 8.8, 10.9 - HR

M18 - 8, 10 - HR

M20 - 10.9 - HV

M20 - 10 - HV

M20 - 8.8, 10.9 - HR

M20 -8, 10 - HR

M22 -10.9 - HV

M22 - 10 - HV

M22 - 8.8, 10.9 - HR

M22 - 8, 10 - HR

M24 - 10.9 - HV

M24 - 10 - HV

M24 - 8.8, 10.9 - HR

M24 -8, 10 - HR

M27 - 10.9 - HV

M27 - 10 - HV

M27 - 8.8, 10.9 - HR

M27 -8, 10 - HR

M30 - 10.9 - HV

M30 - 10 - HV

M30 - 8.8, 10.9 - HR

M30 -8, 10 - HR

M36 - 10.8 - HV

M36 - 10 - HV

M36 - 8.8, 10.9 - HR

M36 - 8, 10 - HR

Washer

EN 14399-6

EN 14399-5 and EN 14399-6

@12

@12

@14

@16

@16

@18

@20

@20

@22

@22

@24

@24

@27

@27

@30

@30

@36

236

300 HV to 370 HV
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SZUTEST

Certificate of Conformity of the

Factory Production Control
2195-CPR-1407801

Annex - 2

Controlled Performance Characteristics

Bolts

Washers

Tolerances on Dimensions, Form and Position

+

+

Hardness

+

Stress Under Proof Load

Minimum Tensile Strength

Stress at %0.2 Non-proportional Elongation

Strength Under Wedge Loading

Impact Strength

Harmonised Standard

EN 15048-1

Bolt

Nut

M12-8.8,10.9

M12 -8, 10

M14 - 8.8, 10.9

M14 -8, 10

M16 - 8.8, 10.9

M16 - 8, 10

M18 - 8.8, 10.9

M18 - 8, 10

Bolt and Nut

M20 - 8.8, 10.9

M20 - 8, 10

M22 -8.8,10.9

M22 - 8, 10

M24 - 8.8, 10.9

M24 - 8, 10

M27 - 8.8, 10.9

M27 - 8, 10

M30 - 8.8, 10.9

M30 - 8, 10

M33-8.8,10.9

M33 - 8, 10

M36 - 8.8, 10.9

M36 - 8, 10

Washer Min.100 HV or 300-370 HV; @12, 14, 16, 18, 20, 22, 24, 27, 30, 33, 36

Head of Const Products Department
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